
Industrial-rated Redundant DC Power 
Input Adapter

KPW-RDP-7A/18A

130904

KPW-RDP-7A:
Support current of DC power up to 7Amp

KPW-RDP-18A:
Support current of DC power up to 18Amp

Specifications:
DC IN Power A Voltage range +12VDC ~ +62VDC
    Current rating KPW-RDP-7A: 7Amp max.
     KPW-RDP-18A: 18Amp max.
    Contacts VinA+ / VinA-

DC IN Power B Voltage range +12VDC ~ +62VDC
    Current rating KPW-RDP-7A: 7Amp max.
     KPW-RDP-18A: 18Amp max.
    Contacts VinB+ / VinB-

DC OUT Voltage range +12VDC ~ +62VDC
    Current rating KPW-RDP-7A: 7Amp max.
     KPW-RDP-18A: 18Amp max.
    Vout+ 3 Contacts
    Vout- 3 contacts

LED Indication  DC OUT Power status

PE Contact Frame ground

Protection Over-current KPW-RDP-7A: 10Amp max.
     KPW-RDP-18A: 25Amp max.

Isolation Frame ground vs. DC IN lines: 10MΩ/DC500V,
    Frame ground vs. DC OUT lines: 10MΩ/DC500V,

Mounting Support DIN-Rail mount bracket, Panel mount bracket(Optional)

Dimension  130mm x 130mm x 43mm (WxDxH)

Environment Operating temperature:  -30
O

C ~ 70
O

C
    Storage temperature:  -40

O

C ~ 85
O

C
    Humidity:   5%~95% non-condensing

Compliance  FCC Class A, CE mark EMC Class A

Test Vibration IEC 60068-2-6



130904

 

DIN-Rail Dimension Panel Dimension

Applications: 

Example 1

FCC Part 15' Class A
CISPR 22 Class A
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Trademarks: All brand names are trademarks or registered
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